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RoHS COMPLIANT

A
B

.100 2.54 .025 0.64

_ _ C _ _ S_ _N - M30
_ _ C _ _ S_ _N - M508
_ _ C _ _ S_ _N - M596

(PARTS AVAILABLE WITH PIN 1 BENT LEFT AS SHOWN)

TAIL DIMENSION

HEAD DIMENSION

.160±.010 4.05±0.25.100 2.54

DIM 'C'
MIN

.100 2.54 .050  MIN1.27

DIM 'D'

PCB LAYOUT RECOMMENDED
(TOP VIEW)

PIN# 1

.100 2.54

PIN# 1

NOTES:
1. INSULATOR MATERIAL: SEE PART NUMBER CODING
2. CONTACT MATERIAL: SEE PART NUMBER CODING
3. PLATING: SEE PART NUMBER CODING
4. OPERATING TEMPERATURE: SEE MATERIAL TABLE
5. PROCESSING TEMPERATURE: SEE MATERIAL TABLE
6. UL FLAMMABILITY: 94V-0
7. DIELECTRIC WITHSTANDING VOLTAGE: 1800 VAC
8. CURRENT RATING: 3 AMPS
9. CONTACT RESISTANCE : 30 MILLIOHMS MAX.
10. INSULATION RESISTANCE: 5000 MEGA OHMS MIN.
11. MODIFICATION: SURFACE MOUNT

REVISIONS
REV. ECO. NO DESCRIPTION DATE BY

K 3061 REMOVE 'P' MATERIAL OPTION 9/5/2014 JHSU

L 3574 ADD M596 MODIFICATION CODE, REVISE 
MATERIAL CODING 5/8/2017 MG
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UNLESS OTHERWISE SPECIFIED:
DIMENSIONS ARE IN INCHES [MM]

TOLERANCES: 

ANGULAR:  1  

DECIMALS   
.XX=  .02 [.5]

.XXX=  .005 [.13]
.XXXX=  .0005 [.013]
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