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PART NO:        KM2PUJ1M8A00(R)

MODEL:             

DWG TITLE:        CABLE ASSEMBLY WITH 2-PIN  CONNECTOR
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Limitation of Use:

Globtek product are not authorized for use as

mission critical components in life support,  haz-

ardous environment, nuclear or

aircraft applications without prior written

approval from the CEO of Globtek Inc.

Contents of this document

are subject to change without

prior notice

Foot Note:

Globtek Inc. will not be liable for the 

safety and performance of these power 

product if unauthorized access and repair

occurs. End user should consult the  applica-

ble UL,CSA or  EN Standards for  proper 

installation instruction. 

GENERAL SPECIFICATIONS:

CABLE TYPE / SIZE:                 1C+SHIELD, 20 AWG, FEP, PTFE, PVC, TFE, NEOPENE, POLYMIDE OR MARKED VW-1, 80°C,300V 

TEMPERATURE RATING: 80°C MIN.

CABLE  COLOR: BLACK / WHITE 

CABLE JACKET COLOR: BLACK, VERY SOFT

OVERALL LENGTH : 1830 +100, -0 mm 

END ‘A’ TERMINATION:              IP68 WATERTIGHT CONNECTOR, GLOBTEK KF2 PLUG, KCC SK2/2 MALE, OR EQUIVALENT

END ‘B’ TERMINATION: SEE DRAWING ABOVE
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